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Slipper Tools Overview
 
Made in Germany, our click type torque wrenches
are available in many sizes with a wide range of
end fittings. We also have the ability to
manufacture custom end fittings to suit your
application’s requirements.
   

mailto:sales@texatsite.com.au


1300 785 935
sales@texatsite.com.au

Page 2 of 2

Adjustable Models

Part Number Model Drive
Type Imperial

Intl
System
(SI)

Metric Weight Length

R050500S ATB 5 8 (spigot) 0.7-4 Ft Lbs 1-5 Nm 0.1-0.5
Kgf.m

290 g 220 mm

R050550S ATB 10 8 (spigot) 2-7 Ft Lbs 2-10 Nm 0.2-1
Kgf.m

300 g 220 mm

R050100S TBN 65 16 (spigot) 7-48 lbf ft 10-65 Nm 1-7 Kgf.m 745 g 302 mm

Preset Models

Part Number Model Drive
Type Imperial Intl System

(SI) Metric Weight Length

R056090S TSP 5 1/4" 10-45 lbf.n 1-5 N.m 0.2-1 Kgf.m 235 g 185 mm

R056100S TSP 10 1/4" 20-90 lbf-in 2-10 Nm 0.2-1 Kgf.m 235 g 185 mm

R011019S TSN 25 3/8" 4-18 lbf.ft 5-25 N.m 0.3-2 Kgf.m 340 g 216 mm

R011017S TSN 25D 1/4" 4-18 lbf.ft 5-25 N.m 0.3-3 Kgf.m 340 g 216 mm

R011035S TSN 55 3/8" 10-40 lbf.ft 15-55 Nm 2-6 Kgf.m 800 g 324 mm

R011055S TSN 125 1/2" 30-90 lbf.ft 40-125 Nm 4-13 Kgf.m 1360 g 460 mm
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